CENTRAL TOOL WAREHOUSE CO. 
KEYSTONE DRIVE 
LEOMINSTER, MASS, 


PISTON RING 
COMPRESSOR 








GLENDALE, CALIFORNIA 





& The ATS Piston Ring Compressor is the speediest ond most versatile of all ring 
compressors on the market. It was especially designed with the mechanic in mind. 
Ring breakage is minimized due to personal control, self-alignment of the band to 
the block, and no band overlap. With the ATS compressor, pistons can be installed 
at the ratio of about 5 to 1 as compared to other ring compressors. It completely 
does away with holding the oily piston in your hand and trying to install the hard 
to handle, obsolete, rachet type compressor. For speed, many mechanics prefer to 
set the skirt of the piston into the cylinder, leaving the rings outside the block while 
aligning the connecting rod to the crankpin, then placing the band on the piston 
and tapping it into place. —- 


e All bands made of high quality 
tempered steel. 


e All bands are plated to safeguard 
against rust. 


& e Band-ends are made of extra heavy 


material to withstand wear. 





© Each band is carefully hand welded. 





9” PLIERS — Part No. 103 


° The 9” pliers have soft, vinyl plastic handles eliminating any rough edges. 


@ The locking device is removable at option of user simply by slipping lock 
e over vinyl handles. It may also be reinstalled in the same manner. 


“Che Engine Kebuilder’s Most Valuable Cool” 


MFG. BY 


AUTO TOOL & SUPPLY CO. 


P.O. BOX 3002 2 GLENDALE 1, CALIFORNIA 





THornwall 5-4349 








PRICE LIST 
PART NO. DESCRIPTION and DIAMETER BAND WIDTH eee 
100 5 band set 2” to 3 1/4” w/pliers _..... 1 inch 
101 5 band set 3” to 4 1/4” w/pliers _..... 1 3/8 4.05 - > 
103 a ee ae anne ee 4 
104 oo Le a aaa nce 6.00 
105 2 fo2 174. Bord Dicwmroter 226.0 Fic ccewenennnienernnacanenennnes 95 
106 21/4 to21/2 “ oie 
107, 21/2 1023/4" 20 
108 23/4 to3 : a6 
109 3 to3 1/4” a5. 
110 3 3/16 to 3 7/16 *SPECIAL 120 
11] 31/4 to31/2 Band Diameter ...... i), nn 
112 31/2 to33/4 “ - we 35 
113 33/4 to4 ° Cust FH: 
114 4 to 41/4 “ we camp 
tio 4 to41/4 *SPECIAL ........20..... 
116 41/4 to41/2 Band Diameter ...... 
117 41/2 to43/4 “ pagar 
118 43/4 to5 ’ — | = 
119 5 to51/4 “ ae 
120 51/4 to51/2 “ — 
121 BI/2 to5ba4 ”* aan 
122 53/4 to i - inne 
123 6 to6 1/4 “ ee 
124 61/4 to61/2 “ —— = 
125 61/2 to63/4° “ = SC oF 
126 63/4 to7 7 a 
127 7 to7 1/4 i = 
128 71f/4-to7 72° * ee 
129 71/2 to7 3/4 . ee 
130 7 3/4 to8 7 a 
13] 8 to81/4 “ ~~ tueags 
132 8.1/4 1081/2.” ais 
133 81/2 to83/4 “ = 
134 83/4 to9 “ ~~ gece 
135 9 to9 1/4 7 eeu 
136 91/4 to9 1/2 . — 
137 91/2 t09 3/4 . — ) Sea 
138 93/4 tol0 “ ee “OS 
* NOTES Band number 115 is made of .020 material to accommodate the 348 Chevrolet V-8 
angle bore engine. 
’ Band number 110 is used on Ford V-8 and Pontiac straight eight engines with 
four ring pistons. 
* For bands over ten inches in diameter prices will be quoted from the factory only. 
When requesting prices designate the diameter and width of the desired band. 
Delivery on special orders may be expected in from one to three weeks after factory 
has received the order. Freight is not prepaid on orders of less than $10.00. 








Large diameter rings are sometimes more easily installed if done one ring at a 
time. When done in this manner the best compressor width is usually the distance 
between the two closest rings. Fourteen inch pliers are also available for extra 
leverage on large bore engines (Part No. 104). 


ALL TOOLS ARE FULLY GUARANTEED 





